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. Trifles make perfection
Thank you for purchasing

DEFENDER HOLLYWOOD 45 satellites.
Before using the device read carefully this manual.

Primary Function

The computer speaker system is used as the device reproducing
and amplifying music, speech and sound effects. The speaker
system may be connected to the outputs of the sound cards of the
computer and other sources of audio signal. The speaker system
has the built-in amplifier.

Features

Subwoofer wooden enclosure
Built-in power adaptor
Magnetically shielded enclosure for using the speakers next to the monitors and television almost without
image distortion.

Dual-band satellite cables with the possibility to connect to the wall

Wire control

Headphones input and additional input for mp3-player

Safe Operation Instructions

Protect the product from humidity, high temperature exploration and direct

sunlight.

Do not open the product. Refer all servicing to qualified service personnel. Please refer all issues of maintenance
and replacement of a non-functional device to the seller or the DEFENDER authorized center.

Place the speakers on the flat surface. Avoid excessive shock, do not use the effort to control, do not place heavy
objects on top.

When installing the speakers, make sure that the distance from the wall to the back of the subwoofer is not less
than 10 cm.

While switching the speakers off make sure the volume is at the minimum.

Switch the speakers from the power supply before connecting to the audio signal sources.

switch off the speakers when unused for long periods of time.

To switch off the speakers pull the socket not the cord.

Do not place the microphone close to the speakers, avoid high input signal.

Do not place the disks, audio cassettes and other information magnetic storage to avoid demagnetizing.

Specifications Package Contents
Drivers: Subwoofer

Subwoofer: 5" LF (25 W RMS) 2 satellites

Satellites: 3" full-range + 1" HF (10 W RMS) Wire control

Frequency response: Operation Manual
Subwoofer: 40-200 Hz Warranty service coupon

Satellites: 200-20000 Hz

Joysticks: volume control, LF timbre, HF timbre
Mouse size:

Subwoofer: 230*210*255 mm

Satellites: 100*180*105 mm




